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§ 60.142a Standards for particulate
matter.

(a) Except as provided under para-
graphs (b) and (c) of this section, on
and after the date on which the per-
formance test under § 60.8 is required to
be completed, no owner or operator
subject to the provisions of this sub-
part shall cause to be discharged into
the atmosphere from any affected facil-
ity any secondary emissions that:

(1) Exit from the BOPF shop roof
monitor (or other building openings)
and exhibit greater than 10 percent
opacity during the steel production
cycle of any top-blown BOPF or during
hot metal transfer or skimming oper-
ations for any bottom-blown BOPF; ex-
cept that an opacity greater than 10
percent but less than 20 percent may
occur once per steel production cycle.

(2) Exit from a control device used
solely for the collection of secondary
emissions from a top-blown BOPF or
from hot metal transfer or skimming
for a top-blown or a bottom-blown
BOPF and contain particulate matter
in excess of 23 mg/dscm (0.010 gr/dscf).

(3) Exit from a control device used
solely for the collecton of secondary
emissions from a top-blown BOPF or
from hot metal transfer or skimming
for a top-blown or a bottom-blown
BOPF and exhibit more than 5 percent
opacity.

(b) A fume suppression system used
to control secondary emissions from an
affected facility is not subject to para-
graphs (a)(2) and (a)(3) of this section.

(c) A control device used to collect
both primary and secondary emissions
from a BOPF is not subject to para-
graphs (a)(2) and (a)(3) of this section.

§ 60.143a Monitoring of operations.
(a) Each owner or operator of an af-

fected facility shall install, calibrate,
operate, and maintain a monitoring de-
vice that continually measures and
records for each steel production cycle
the various rates or levels of exhaust
ventilation at each phase of the cycle
through each duct of the secondary
emission capture system. The moni-
toring device or devices are to be
placed at locations near each capture
point of the secondary emission cap-
ture system to monitor the exhaust
ventilation rates or levels adequately,

or in alternative locations approved in
advance by the Administrator.

(b) If a chart recorder is used, the
owner or operator shall use chart re-
corders that are operated at a min-
imum chart speed of 3.8 cm/hr (1.5 in./
hr).

(c) All monitoring devices are to be
certified by the manufacturer to be ac-
curate to within ±10 percent compared
to EPA Reference Method 2. The owner
or operator shall recalibrate and check
the device(s) annually and at other
times as the Administrator may re-
quire, in accordance with the written
instructions of the manufacturer and
by comparing the device against EPA
Reference Method 2.

(d) Each owner or operator subject to
the requirements of paragraph (a) of
this section shall report on a semi-
annual basis all measurements of ex-
haust ventilation rates or levels over
any 3-hour period that average more
than 10 percent below the average rates
or levels of exhaust ventilation main-
tained during the most recent perform-
ance test conducted under § 60.8 in
which the affected facility dem-
onstrated compliance with the stand-
ard under § 60.142a(a)(2). The accuracy
of the respective measurements, not to
exceed the values specified in para-
graph (c) of this section, may be con-
sidered when determining the measure-
ment results that must be reported.

(e) If a scrubber primary emission
control device is used to collect sec-
ondary emissions, the owner or oper-
ator shall report on a semiannual basis
all measurements of exhaust ventila-
tion rate over any 3-hour period that
average more than 10 percent below the
average levels maintained during the
most recent performance test con-
ducted under § 60.8 in which the af-
fected facility demonstrated compli-
ance with the standard under
§ 60.142(a)(1).

§ 60.144a Test methods and proce-
dures.

(a) In conducting the performance
tests required in § 60.8, the owner or op-
erator shall use as reference methods
and procedures the test methods in Ap-
pendix A of this part or other methods
and procedures as specified in this sec-
tion, except as provided in § 60.8(b).
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